
REINFORCEMENT DETAILS OF 8.0M/115KG

REINFORCED CEMENT CONCRETE POLE  (FACTOR OF SAFETY = 2.0)

215

125

8 SWG G.I. WIRE EMBEDED

18mm dia

Holes

LONGITUDINAL SECTION

8
0
0
0

30mm Hole

10mm TOR - 50,

4no's. Steel rods.

1
5
0

1
5
0
0

6mm dia. stirrups

150mm C/C

145

100

TRANSVERSE SECTION

8
0
0
0

10mm TOR - 50,

6no's. Steel rods.

3
0
0

5
5
0
0

137

1
4
8

1
9
8

2525 87

6MM DIA. STIRRUPS AT 150mm

C/C

6NO'S OF 10MM DIA TOR -

50, RODS.

SECTION AT G.L.

100

6
5

1
2
5

2525 40

4NO'S OF 10MM DIA

TOR - 50, RODS.

SECTION AT TOP

1
0
0

1
0
0

6mm dia. Stirrups at

150mm C/C

2
2
0
0

2
0
0
0

6
0
0

115kg

5
9
0
0

2
5
0

G.L G.L G.L G.L

1
5
0
0

JAS-ANS

Q

M

S

Approved

company

ISO

9001

ALL DIMENSIONS ARE IN mm

NOT TO SCALE

MPIIP
L


	Sheets and Views
	Model




